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The System Components are:
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. mn!l.zsl-m A The GH Everyware Server is a software program
GREEN HERON = 2 |_=es JEE that runs on any computer(s) in your network.
EVERYWARE /_) The Server manages shared access from the
NETWORK GHE Controller positions, and sends commands
6 Way aoswéﬂff for desired actions to the remote devices. An

TOPOLOGY poakiRelay Controlior. integrated fALocal Contr
on-screen operator controls for each remote

configured and customized by the user to many

\” / different configurations.
nt L — LOCAL NETWORK [/ A e :
7 \ A GH Everyware Client is an optional software

‘-\, 'NTERNE\T | I application that communicates with GH

i A/ device under control. On-screen controls can be

Everyware Server(s) over any IP network to allow
shared or remote access to each device through
the servers. It has the same user on-screen
control s as the ALocal
Everyware Server.

A The GH Everyware Base is a hardware device

GH EVERYWARE WIRELESS CABLE that includes an 802.15.4 radio operating at up to
GH Everyware Wireless Cable is a distributed network solution to any station 63 mw on 2.4 GHz. Connects to Server via USB,
component that uses either serial (RS-232) connections or relays. The system sends and receives wireless commands to GH
eliminates the use of control cables and control boxes, replacing them with a Everyware Remotes up to 1 mile away.

robust wireless (802.15.4) network and on-screen controls that you may i _ )
customize for whatever relay control system you utilize. In addition, the system A The GH Everyware Remote is hardware device

allows shared access through the use of standard IP (Internet Protocol) that includes an 802.15.4 radio that
techniques. Any number of operator positions on separate computers, may communicates with GHE Base. The Remote
share any or all of the switch and rotor devices under GH Everyware Wireless operates the end device relays and/or connects
control AND they may also be utilized over the Internet. The system to a serial RS-232 device.

components are flexible and expandable to meet any station complexity
requirement, or can be utilized as a simple USB to serial port adapter and
wireless extension for any serial device. - row Eveingeanc LLC °®

GH EVER YWARE WIRELESS CABLE  -- BENEFITS wink: SOTTREO e
Allows Shared Internet/LAN IP access to any relay device

Eliminates cables, control boxes and other clutter - ; L.
Remote wireless control of relays, rotators and other serial devices L L
Create your own custom on-Screen controls

Uses your existing computer for user controls and Network Routing
Imbedded USB eliminates need for computer RS-232 port
"Wireless USB A RS-232" adapter mode GH Everyware Remote in Weatherproof
GH EVERYWARE BASE Enclosure

Allows Shared Internet/LAN IP access to any relay device
Communicates with up to 32 GHE Remotes

Expandable by adding additional Bases on same or different computers
LEDs for TX/RX activity, Receive Signal Strength

Optional 8 relay outputs

EVERYWARE REMOTE

8 relay switched +12 or GND can be shared among multiple user devices
RS-232 Serial Port, DCE/DTE jumpers

Requires nominal 12 VDC input. -
LEDs for Power, Received Signal Strength GH Everyware Remote PCB Wlth Radio
Sleep Modes for battery/solar powered requirements Module and C onnectors.
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These devices are approved in most countries. Power levels may be different depending on country.




OPERATOR C ONTROLS :
X 83 -41dBm X

Test Switch

GH Everyware

40 Meter Beam File  Configuration  Contraller Help

ST Y . [
40 Meter Dipole

BOTTOM 10 9 0
80 Meter Dipole SOUTH 10 .

160 Meter Yertical . ROTOR
Rotors with integrated Stack Control

Dummy Load

MAP CONTROL BUTTON CONTROL
Example custom switch control Example custom switch control

SERVER SETUP WINDOWS

DEVICE MANAGER i
. Name Port Device Type Subtype WIO Addr. Status
GH Everyware Server device . . . :

X Top 10 fcomao =] |RT-20/21Serial | fnm =l e =] Disconnected
manager configures access to -
each device on this Server. [soTTOM 10 |com1a x|/jwios x| |rT21 =l = Disconnected |

souUTH 10 |comis =] |Fixed Antenna | fnm =l e =] Disconnected
[oM10,50UTH 10 [comis =] |wios | |stackmatch (1-4) =] |1 =]
=10l ]
PROFILE EDITOR RS L
Custom Controls are made by selecting | == parid Swith] s e
type of display, and which relay outputs Cioiems SCeR & Eend vt

are operated (On, Off, Momentary, or

Outputs Freq. (MHz)

Not Changed). Mame of Setting  Bidrectional Degrees  Besmwidth 1 2 3 4 5 & 7 8 Lower Upper
160 I 1] (1] | L”orr L"QFE L”osr L”orr L"o:‘:- L”‘.:-: L"'-" c LI |1.3 |2.D
80 | o 1] IOE‘E‘ ;” ;"ors ;”osr ;”orr L"osr ;”‘.:-:- L"'..’_': ;I |3.5 |4.D
L] i) 0 |aar ;”QE‘E‘ ;" L”as‘r L"orr L"ca;“ ;”‘.:-: ;"'..' c LI I?.U |7.3
20 | 0 0 [oez [x][ore [w|forz [x][ox w]fore [wl[ore [w][wc [wl[w/c (7] [14.0 J12.4

GH EVERYWARE WIRELESS CABLE 0 PRICE LIST :

GHE Baseééée®l?2000 GHE Reméée.é.é$14  GHE Remot eé Ei$n2d.0l

Includes USB cable and 1 mw standard Eightrelay outputs plus serial port, 1 Same as Remote exceptdightNPN transistc
radio module wittternal standard antenna. | standard range radio module with ir driver outputs. Deletes relays and output t

for your own mounting. standard antenna. PCB for your own mc blocks.
Connectors for relay outputs, serial peft2a
VDC.
OPTIONS
GHE DX -63mwextended range modul e ééééééés$ 12.00
GHE E1 -- Weatherproof enclosure for Base or Remote (Specify) $ 24.00
GHE SC2 -36 RibboabBSerifar Geader ééé. $ 900
-- External extended range antennas available as custom Call for Pricing
KITS
GHE SK1 GH Everyware Starter Kit -- Includes Base, Remote, DX $325.00
Modules and two enclosures
GHE SK2 Exper i meOEMKit -6 Ilacludes Base, Remote, DX $300.00

Modules without the enclosuresplus6 6 r i bbon cab
connectors to make your own r
interface
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